
 

*Due to continuous up gradation of products, specification subject to change without any prior notice  

 

LED Bulb              

      
       ELC           ELG  

     
        ELS                       ELO (Only for 9W)  

Á Construction  

Aluminum plastic insert molded  & powder coated aluminum die casted housing to optimize 
thermal management for long product life and protect against corrosion & weathering.  
 

Á Optics 

Unidirectional light leading to reduced wastage of light . Excellent ôcolor rendering indexõ (CRI) 
makes the illuminate object looks natural and vivid. High Lumen output per watt providing high 
energy savings. 
 

¶ Electrical   

Approx.  50% less power compared to CFL lamp. Surge and lighting protection inbuilt. Under 
voltage, short circuit & open circuit protected driver.  LM80 report at drive current.   

Á Installation  

B22 & E27 base can easily replace existing CFL or incandescent bulb  
 

Á Warranty  

Two years warranty . 
 

Application  

Ideal for  indoor domestic lighting  

Replacement 

-5W CFL or 25W Incandescent   Bulb 

by 3W LED Bulb                                                                                                                                

-8W CFL or 40W Incandescent Bulb 

by 5W LED Bulb                                                                                                                                     

-12W CFL or 60W Incandescent Bulb 

by 7W LED Bulb  

-15W CFL or 100W Incandescent Bulb 

by 9W LED Bulb  

 

 



   
  

 
 

 Model No.  System Wattage 
(Watt)  

Luminous 
Flux(Lumen)  

Luminous Efficacy 
(Lm/W)  

EL B03C05A 
                       
                     3 

                                                       
255 

                                                                     
85                                                                

EL B03C02A 

EL B05C08A 
                                                        

5                                                                                                                               

                                                                
400 

                                                  
80 

EL B05C03A 

EL B07C12A 
                                                       

7 

                                                          
600 

                                                             
85 

EL B07C05A 

EL B09C16A 
                                                      

9 

                                                              
800 

                                      
88         

EL B09C07A 

      

Electrical   

AC Input Voltage  100-300 V 

Operating Frequency  47-53 Hz 

Total Harmonic Distortion  <20 % 

Power Factor  >0.95 

Surge/Spikes Protection  >2.5 KV 

  

Optical   

LED  Nichia  

Color Temperature  5700 K 

CRI >80 

Beam Angle 120° 

Center Beam intensity 105 Candela 

Lamp photometric code  857/DD3  

  

Environmental   

Working temperature range  -10 to +45 °C 

Working Humidity Range  0 ð 95 % 

Rated life and related lumen 
maintainance  

70% at 25000 Hrs  

Failure fraction (Fx) 
corresponding to rated life  

F10 

Lumen maintainance category  Code 3  

  

 

 

 

  

  

Lumen Ambient Temperature 
(LAT) Multiplier  

 

Ambient 
Temperature (°C) 

 

LAT  

0 1.02 
10 1.01 
20 1.00 
25 1.00 
30 0.99 
40 0.98 

 
                         
    


